
Technical Parameters of the Human Transporter 

  CA36-1 CL36-1 CL72-1 CL72-2 
Max. speed 18KM/H 18KM/H 18KM/H 18KM/H 
Max. mileage 30KM 35KM 35KM 50KM 
Maximum 
bearing weight 

120KG 120KG 120KG 150KG 

Climbing 
capability 

30°   30° 30° 30° 

Turning radius 0 0 0 0 
Cruise duration 10 hours  10 hours 10 hours 10 hours 
Power DC brush motor DC brush motor DC brush motor DC brush motor 
Motor power 2×1000W 2×1000W 2×1000W 2×2000W 
Battery type 36V, high 

capacity battery  
36V, lithium 
battery 

72V, lithium 
battery 

72V, lithium 
battery  

Charging time 4-6 hours 4-6 hours 4-6 hours 4-6 hours 
LCD display 
content 

Battery capacity Battery capacity Battery capacity Battery capacity 

Pedal height 26cm 26cm 26cm 26cm 
Max. height 
above the 
ground 

13cm 13cm 13cm 13cm 

Handlebar 
height 

80-110cm, 
adjustable 

80-110cm, 
adjustable 

80-110cm, 
adjustable 

80-110cm, 
adjustable 

Tyre size 17 inches 
(Vacuum, 
puncture-proof 
tyre) 

17 inches 
(Vacuum, 
puncture-proof 
tyre) 

17 inches 
(Vacuum, 
puncture-proof 
tyre) 

21 inches 
(Vacuum, 
puncture-proof 
tyre) 
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